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How to connect the Growatt SPH inverter via RS485 
 

SHE is not responsible for any errors made during installation. You can connect the SHE module to all supported 

inverters yourself (see the list of supported inverters). However, the connection may only be carried out by a person 

with the required electrical qualifications in accordance with Act No. 250/2021 Coll. on occupational safety in 

connection with the operation of designated technical equipment (Czech Republic), or in accordance with the 

applicable local regulations. If you feel that the connection exceeds your technical knowledge, you can order 

professional installation on our website. 

 

The SHE device is not compatible with other control units. It is not possible to connect several control units at the 

same time, because their commands or the connection itself would interfere with each other. In addition, most 

inverters do not allow more than one active connection at a time, even if one device is connected via TCP/IP and the 

other via RS485. 

 

 

Required equipment and materials: 
• Converter (at least one): 

o EE11A (LAN) 
o EW11A (Wi-Fi) 
o Protoss-PE11-M 

• HC3 or HC3L unit 
o Growatt SPH photovoltaic inverter 
o Ethernet cable 
o Wire cutters 
o Screwdriver for the terminal block 

 

For Growatt inverters, SHE currently fully supports only SPH models with firmware YBAA 070612 and YBAA 080713. 

 

Firmware versions ending in 08, 09, 10 or 11 (e.g. YBAA 050510) work only to a limited extent. 

With these versions, selling to the grid does not work, and for some customers battery charging or discharging may also not 

work fully. 

However, the function that prevents export to the grid remains operational. 

 

If the inverter firmware needs to be updated, please contact the company that carried out your installation. 

SHE does not update inverter firmware. 

 

It is also possible that the installer will refuse to switch to firmware YBAA 070612 because of the device certification. 
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Connection procedure: 
 

1. Strip about 5.5 cm of the outer sheath of the Ethernet cable to expose the individual wires. 

2. Remove all wires except the white-blue and the blue one. 

3. Connect one end of the cable to the converter: 

a. Blue wire to the TX terminal 

b. White-blue wire to the RX terminal 

 

 

 

 
 

4. Other end of the cable: Slide the protective grommet onto the cable and crimp the white-blue wire into position 1 

and the blue wire into position 5. 

 

5. The next step depends on whether your inverter has an 

RS485-3 port. 

a. If you only have the RS485-1 and RS485-2 ports: 

In the WorkMode RS485 menu, set the VPP mode. 

Connect the communication cable to the RS485-2 

port. 

 

b. If you have the RS485-3 port: 

You do not need to change any inverter settings. 

Connect the communication cable to the RS485-3 

port. 
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Connecting the converter 
Connect the power supply of the converter and then continue according to the converter type. 

The converters are preconfigured. If you need to set up the converter, you will find the procedure in the Troubleshooting section. 

 

Variant A – EE11 / PE11 converters (LAN) 
Connect the converter to the local network with a LAN cable. 

The controller (e.g. HC3 / HC3L) and the converter (EE11 / PE11) must be connected to the same network, otherwise 

communication will not work. 

The converter is already preset and has the latest firmware installed. Simply connect it. 
 

Variant B – EW11 / PW11 converters (Wi-Fi) 
Connect the converter to the local Wi-Fi network according to the procedure below. 

Do not press the reset button – the converter is already preconfigured for a quick and trouble-free installation. 

 

Setting up the connection to the local Wi-Fi network 

• Connect to the open Wi-Fi network broadcast by the module – its network name (SSID) contains the module name. 

• Find its IP address, usually 10.10.100.254. 

• Open the converter settings web page using its IP address; the initial login is admin/admin. 

• In WiFi Settings: 

o Set WiFi mode to STA (client). 

o Click Scan to scan the available local Wi-Fi networks. 

o Select the required Wi-Fi network and enter its password. 

o The settings are applied only after the converter restarts. 
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Settings in the inverter application 
Warning: Not all cards and tiles are displayed to all users. Each user selects which cards and tiles are displayed on the 

Display Settings card (sheViewControl application) – levels SHORT, ADVANCED and ADMIN. If you cannot see a 

described card, check the settings on this card. 

Installation card 
If you have not installed the inverter QA application yet, follow the manual "Initial Installation HC3 / HC3L → Installer 

Application". 

 

1. Displaying the installation parameters 

• Go to the Installation card. 

• Click the eye icon in the top-right corner – this displays the detailed 

installation parameters. 

2. Setting the parameters of the inverter and the battery storage 

First enter the values according to the specific installation: 

• Nominal phase power (W) 

• Nominal total power (W) 

• Battery capacity (kWh) 
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Connecting the converter and establishing communication 

3. Searching the network: 

• Click the SEARCH NETWORK button. 

4. Refreshing the Installation card 

• Close the Installation card and open it again. 

(This reloads the devices available in the network.) 

5. Selecting the IP address of the converter 

• Select the correct MAC address of the converter – you will find it on the side 
of the Modbus RTU RS485 – Modbus TCP converter (Elfin EE11A etc.). 

6. Saving the settings 

• Click the SAVE button and close the Installation card. 
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EMS settings card – Default Settings 

1. Open the EMS settings card. 

• Click the eye icon in the top-right corner – this displays the detailed installation 
parameters. 

• Here you set the basic parameters for controlling the inverter and the battery. 

2. Inverter mode 

• For the SPH inverter, set the mode to “LOAD” (default value). 

3. Priority Load Minimum SOC (State of Charge) 

• Determines the level to which the battery may be discharged. 

• For example, a value of 10 % means that the battery is discharged to no less than 10 

% of its capacity. 

4. Priority Battery Maximum SOC (State of Charge) 

• Determines the level to which the battery may be charged. 

• For example, a value of 100 % means that the battery is charged up to 100 % of its 

capacity. 

5. Export limit (default value) 

• Copy the value from the settings made by the installation company that installed 
the PV system. 

• The export limit is determined by the reserved capacity (specified in your agreement 

with the distribution system operator). 

• Calculation formula: 

reserved capacity (e.g. 8.88 kW) ÷ inverter power (e.g. 12 kW) × 100 = 74 % 

6. Export enabled / disabled 

• This option switches the active control of the export limit according to the setting 

above on or off. 

7. PV power (power of the PV system) 

• You will find the value on the inverter rating label on the side of the device. 

 

Communication check: 
• After the SHE system starts, check that the communication works correctly. The resulting state should be as follows: 

Warning: The default values must always be set. The application sets these values back whenever external control ends, so 

values set directly in the inverter (either by the application or in another way, e.g. the web interface or the inverter app) will be 

overwritten with these default values. 
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Troubleshooting: 

Setting up the Modbus TCP-RTU LAN converter EE11A (LAN converter) 

1. Connect the power supply. 

2. Connect to the data network (switch). 

3. Find the IP address of the converter in the LAN: 

4. IP scanner 

5. Via the Installation card -> SEARCH NETWORK (see the Installation card section above). 

6. Open the converter settings web page using its IP address, e.g. 192.168.0.43; the initial login is admin/admin. 

7. Continue with the converter system parameters (System Settings) below. 

 

Setting up the Modbus TCP-RTU WiFi converter EW11A (Wi-Fi converter) 

Setting the SmartLink mode – connection to the local Wi-Fi network 

• After switching the module on, briefly press the button (0.2–1.5 s) and release it so that the module switches to the 
"SmartLink" configuration mode and waits for the password and other information. 

Reset (only perform in case of problems) 

• After switching the module on, press and hold this button (> 4 s) and release it so that the module returns to the 
factory settings. 

1. Setting up the connection to the local Wi-Fi network 

• Connect to the open Wi-Fi network broadcast by the module – its network name (SSID) contains the module name. 

• Find its IP address, usually 10.10.100.254. 

• Open the converter settings web page using its IP address; the initial login is admin/admin. 

• In WiFi Settings: 

o Set WiFi mode to STA (client). 

o Click Scan to scan the available local Wi-Fi networks. 

o Select the required Wi-Fi network and enter its password. 

o The settings are applied only after the converter restarts. 
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2. If the connection from the previous step is active, you can continue with the settings and skip steps 3 and 4. 

3. Find the IP address of the converter in the LAN. 

4. Open the converter settings web page using its IP address, e.g. 192.168.0.43. 

5. Setting the converter system parameters – System Settings 

• Login settings – optional 

• Enable DHCP 

• Enable Telnet 

• Enable Web Settings 

• Enable Modbus Auto Timeout 



 

 

  Smart Home and Energy s.r.o. 

support@smarthomeenergy.cz  Page 9 of 11 Květná 30 

www.smarthomeenergy.cz  Document version 1.05 603 00 Brno 

 Release date: 9. 10. 2026 Czech Republic 

Inverter connection manual  
Manual: Growatt SPH (RS485) 

 

 
Smart Home and Energy s.r.o. 

 

 



 

 

  Smart Home and Energy s.r.o. 

support@smarthomeenergy.cz  Page 10 of 11 Květná 30 

www.smarthomeenergy.cz  Document version 1.05 603 00 Brno 

 Release date: 9. 10. 2026 Czech Republic 

Inverter connection manual  
Manual: Growatt SPH (RS485) 

 

 
Smart Home and Energy s.r.o. 

6. Setting the serial line parameters – Serial Port Settings 

• Baud Rate – according to the settings of the inverter communication line, typically 9600 Bd 

• Data Bit 8, Stop Bit 1, Parity None 

• Buffer Size 1024, Gap Time 50 

• Flow Control Half Duplex 

• Cli Disabled 

• Protocol Modbus 
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7. Communication settings – Communication Settings 

• Protocol Tcp Server 

• Local Port 502, Buffer Size 1024, Keep Alive 60, Timeout 300 s 

• Max Accept 1 

• Security Disable, Route UART 

 

 

The settings are applied only after the converter restarts. You can restart it by disconnecting the power supply or by using the 

complete restart on the last page of the settings. 


